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Abstract: The use of valid, accurate and reliable systems is decisive for ensuring the data collection and
correct interpretation of the values. Several studies have reviewed these aspects on the measurement
of movement patterns by high-definition cameras (VID) and Global Positioning Systems (GPS) but
not by Local Positioning Systems (LPS). Thus, the aim of the review was to summarize the evidence
about the validity and reliability of LPS technology to measure movement patterns at human level in
outdoor and indoor stadium-scale. The authors systematically searched three electronic databases
(PubMed, Web of Science and SPORTDiscus) to extract studies published before 21 October 2019.
A Boolean search phrase was created to include sport (population; 8 keywords), search terms relevant
to intervention technology (intervention technology; 6 keywords) and measure outcomes of the
technology (outcomes; 7 keywords). From the 62 articles found, 16 were included in the qualitative
synthesis. This systematic review revealed that the tested LPS systems proved to be valid and accurate
in determining the position and estimating distances and speeds, although they were not valid or
their accuracy decreased when measuring instantaneous speed, peak accelerations or decelerations
or monitoring particular conditions (e.g., changes of direction, turns). Considering the variability
levels, the included studies showed that LPS provide a reliable way to measure distance variables
and athletes’ average speed.
Keywords: local positioning system; electronic performance and tracking system; technology;
game-analysis
1. Introduction
Electronic Performance and Tracking Systems (EPTS) are divided into Local Positioning Systems
(LPS), multiple high-definition cameras (VID) and Global Positioning Systems (GPS) [1]. Moreover,
LPS and GPS based sensors are included in a Wireless Body Sensor Network [2–4], which is a group of
wearable sensor nodes and which can include other types of sensors (e.g., microelectromechanical
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sensors). These systems allow the quantification of kinematic [5,6], physiological [7], neuromuscular [5]
and tactical variables [8–11] to optimize the training process and performance in competition [5,12–15].
GPS and VID have been widely used with a very similar frequency to track player movement patterns,
but this cannot be interpreted as equality over time [1,16]. VID is a methodology for analyzing players’
and teams´ performance based on multiple high-definition cameras placed around the field that track
the players [12,13]. Until 2014, the use of this system was more common than other technologies to
analyze soccer competition [12,16], although due to installation difficulties, VID was installed only in
official match stadiums, making the assessment of the competition possible but rarely the monitoring
of the training process [17,18]. It seems that the limitation to analyze team performance during the
training process by VID was resolved using radio-frequency technologies (i.e., GPS and LPS) [19–21].
Recently, several federations of team sports such as soccer, Australian football or rugby allow the use
of radio-based technologies during matches making their utilization more common. Thus, team sports
technical staff will be able to assess team performance using the same technology (i.e., GPS or LPS)
during competition and training. Since several studies have shown higher accuracy of LPS technologies
compared to the rest of the available tools [18,22–24], it has been hypothesized that this system will be
increasingly common in the future [19,20].
2. Local Positioning Systems
LPS, as a radio-frequency technology, is based on quite similar principles to those of GPS [19,21].
In this case, the satellite network is replaced by a set of antennae placed around the court, in order to
alleviate any satellite reference problems by using time-based positioning techniques [19], in which the
signal propagates from the transmitter (antenna) to the receiver carried by the players (device) [16,17,20].
The antennae continually send information to LPS receivers and the positioning is calculated with
different algorithms classified into five categories based on estimating measurements: (1) time of
arrival (TOA); (2) angle of arrival (AOA); (3) received signal strength (RSS); (4) time difference of arrival
(TDOA); and, (5) hybrid algorithm [19]. At least three antennas that collect the information on three
axes (i.e., x, y, z) are necessary to determine the positioning [19,20]. Several types of LPS have been
used based on ultra-wide band (UWB) technology [17] or based on glass fiber technology [25].
Why Local Positioning Systems’ Review?
The accuracy and retest reliability are the two most important aspects of measurement [26]. Thus,
the assessment of these two aspects on the measurement of player movement patterns is essential in any
EPTS, mainly when it is used to plan, prescribe and monitor players’ performance [27]. EPTS validation
studies can be divided into three categories according to the examined parameter: (1) accuracy during
static positioning (spatial coordinates), (2) accuracy during speed and acceleration movement and
(3) accuracy during continuous data (e.g., small-sided games) [18]. To carry out a comprehensive
accuracy assessment of EPTS, comparisons need to be made in three different categories because in
each category different problems could occur and different accuracy demands have to be met [18].
While several studies have assessed the validity and reliability of GPS [5,14,27] and the VID [12]
technologies to track player movement patterns with systematic reviews, to date, no study has carried
out this type of analysis with respect to LPS technology. Thus, the aim of the review was to summarize
the evidence about the validity and reliability of LPS technology to measure movement patterns in
outdoor and indoor environments.
3. Materials and Methods
3.1. Design
The systematic review was performed following the Preferred Reporting Items for Systematic
Reviews and Meta-Analyses (PRISMA) guidelines [28]. The protocol was not registered before the
beginning of the project and did not require Institutional Review Board approval. The systematic
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electronic search was computed from three databases (PubMed, Web of Science and SPORTDiscus) to
identify articles published before 22 October 2019. The authors were not blinded to journal names or
manuscript authors. We created a Boolean phrase to include population (team sport, soccer, football,
futsal, basketball, rugby, handball, hockey), terms relevant to the intervention technology (UWB,
ultra-wide band, LPS, local positioning system*, LPM, local position measurement*) and measured
outcomes (agreement, accurate, accuracy, precision, reproducibility, reliability, validity). Groups of
keywords (population, technology and outcomes) were connected with OR within each group and
using AND to combine the three groups.
3.2. Selection of Studies
One of the authors (MRG) downloaded the main data from the articles (title, authors, date and
database) to an Excel spreadsheet (Microsoft Excel, Microsoft, Redmond, WA, USA) and removed the
duplicate records. Then, the referred authors (MRG, JPO, ALA) screened search results independently
against inclusion/exclusion criteria. The authors were not blinded to the title or authors of the
publications. Any disagreements on the final inclusion-exclusion status were resolved through
discussion in both the screening and excluding phases, and the final decision was through agreement
among the authors.
Abstract and conference papers from annual meetings were not included because of rigor in
outcome measures. If we had any questions about the application of the inclusion-exclusion criteria,
we requested further information from the authors. The additional information provided by the
authors was considered during the screening process. Lack of additional information led to the article
being excluded. Documents from all languages were included unless the translation could not be made.
4. Results
4.1. Identification and Selection of Studies
A total of 62 documents were initially retrieved from SPORTDiscus (n = 11), PubMed (n = 16) and
Web of Science (n = 35), of which 25 were duplicates. A total of 37 articles were screened. Next, the full
texts and abstracts of the remaining articles were evaluated and 21 were removed because they did not
report validity and reliability of LPS in team sports. Finally, 16 studies were included in the qualitative
synthesis (Figure 1).
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[29]. The rest (n = 15) were developed to assess the validity or accuracy of LPS systems, and among 
them, five articles evaluated reliability [17,23,30–32] (Appendix B). 
Despite the fact that LPS was developed to track players’ positioning in indoor environments, 
the majority of the studies included in this systematic review were carried out outdoors (n = 9) during 
soccer training tasks [18,22–24,29,31,33–35]. Most of the studies carried out in indoor environments 
(n = 6) were performed during basketball bouts [17,30,36], while 1 was performed on ice hockey [37], 
1 with handball players [38] and 1 was not specified [39]. In addition, 1 article was carried out in both 
environments [32] (Appendix B). 
LPS has been used based on different technologies. Four studies used UWB technology with 6 
antennae around the field and, in general, 18 Hz [17,23,24,36]. Local Position Measurement (LPM) 
was used in 10 studies in which between 11 and 19 antennae were used as a reference and, overall, 
at 45 data points per second (n = 6) [18,22,29–31,33–35,38,39]. The rest used Wireless Ad hoc System 
for Positioning (WASP) technology [32] with 12 antennae and 10 Hz, and other radio-based systems 
at 10 Hz and an unspecified number of antennae [37] (Appendix B). 
All articles assessed the precision of LPS technology on the measurement of kinematic variables 
such as time-motion at different intensities during linear and nonlinear locomotion. The precision 
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4.2. Assessment of Methodological Quality
The quality of the included studies was individually assessed based on the information provided
in the method section using the Rico-González et al., [21] checklist for the use of LPS technologies.
Among the articles included in this systematic review (n = 16), 5 provided 29% of the required criteria,
3 provided 33%, 2 provided 38%, 2 provided 43%, 2 provided 48% and another 2 provided 52%.
(Appendix A).
4.3. Study Characteristics
Among the 16 included articles, 1 article aimed to find interchangeability between EPTS
systems [29]. The rest (n = 15) were developed to assess the validity or accuracy of LPS systems,
and among them, five articles evaluated reliability [17,23,30–32] (Appendix B).
Despite the fact that LPS was developed to track players’ positioning in indoor environments,
the majority of the studies included in this systematic review were carried out outdoors (n = 9) during
soccer training tasks [18,22–24,29,31,33–35]. Most of the studies carried out in indoor environments
(n = 6) were performed during basketball bouts [17,30,36], while 1 was performed on ice hockey [37],
1 with handball players [38] and 1 was not specified [39]. In addition, 1 article was carried out in both
environments [32] (Appendix B).
LPS has been used based on different technologies. Four studies used UWB technology with 6
antennae around the field and, in general, 18 Hz [17,23,24,36]. Local Position Measurement (LPM)
was used in 10 studies in which between 11 and 19 antennae were used as a reference and, overall,
at 45 data points per second (n = 6) [18,22,29–31,33–35,38,39]. The rest used Wireless Ad hoc System
for Positioning (WASP) technology [32] with 12 antennae and 10 Hz, and other radio-based systems at
10 Hz and an unspecified number of antennae [37] (Appendix B).
All articles assessed the precision of LPS technology on the measurement of kinematic variables
such as time-motion at different intensities during linear and nonlinear locomotion. The precision
was assessed comparing the LPS with a criterion measurement device (considered as a gold standard
in each article). Among them, tape measurement (n = 4), timing gates (n = 5), trundle wheel (n = 1),
VICON optic-system (n = 4), Laser measurement (LAVEG) (n = 1) and Geographic Information System
(GIS) (n = 1) were used as comparison methods. Moreover, one article analyzed the accuracy of UWB to
measure collective tactical behavior variables (i.e., surface area), comparing its validity using GIS [24]
(Appendix B).
5. Discussion
The use of valid, accurate and reliable systems is decisive for ensuring the data collection and
correct interpretation of the values. Accuracy and validity can be defined as how close a measurement
is to the exact or true value that is intended to be measured; thus, are really important factors to
be considered in using location-based systems. Reliability can be understood as the capacity of an
instrument or a measure to be repeatable or reproducible on repeated occasions [26]. With such an
idea in mind, the purpose of the present systematic review was to summarize the evidence about
the validity and reliability of LPS technology to measure movement patterns in outdoor and indoor
environments. In the 16 included articles, the major topics that prevail were about validity, reliability
and accuracy levels of the LPS technology. One article also tested interchangeability. This section will
be organized according to the articles that tested the validity, reliability and accuracy of the LPS system
to simplify and organize the discussion.
5.1. Accuracy and Validity of LPS Systems
One of the first LPM systems (45-Hz; 19 antennae) to be tested [33] revealed that, in static conditions,
the average positional error was 1 cm, while in dynamic conditions the LPM underestimated distances
for almost all courses varying from 0 (sprinting straight) to 29 cm (combined course while walking).
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Using a similar frequency (45-Hz of the Inmotio) and smaller number of antennae (N = 12), a mean
absolute error of all position estimations was found of 0.234 m [22]. The LPS of Catapult ClearSky
T6 was tested by two studies [38,39] in indoor conditions, despite using different methodological
approaches considering that in the study by Serpiello et al. [39] there were 18 antennae and a 10-Hz
sampling frequency while in the study by Luteberget et al. [38] there were 16 antennae and a 20-Hz
sampling frequency. In both studies [38,39], the LPS was compared with retroreflective-marker-based
systems (VICON and Qualisys). In the study by Serpiello et al. [39], the comparisons in linear locomotor
activities revealed mean differences between ClearSky and Vicon with bias between 0.2 and 2.3%.
The mean differences between systems in the total distance, mean and peak speed and mean and peak
accelerations ranged from 0.2 to 12%; however, for the case of mean and peak decelerations differences
reached 84% [39]. In the other study testing ClearSky vs. Qualisys conducted by Luteberget et al. [38],
mean differences were found for all position estimations of 0.21 m (in optimal conditions) and
1.79 m (in suboptimal conditions). For comparisons of distances, the mean differences were 0.31 m
(for optimal conditions) and 11.42 m (for the suboptimal conditions) while instantaneous speed had
mean differences between 34.8 and 39.2% in optimal conditions and 74.4 and 90.8% in suboptimal
conditions [38]. Summarizing the evidence of both studies relative to ClearSky, validity is acceptable for
measuring position, distance, speed and acceleration, although instantaneous speed and decelerations
are not accurate enough due to large differences obtained in comparison to gold-standard methods.
In addition, testing a LPS (Kineson One, version 1.0) using 12 antennae and a 20 Hz sampling rate,
the study conducted by Hoppe et al. [31] revealed typical error of estimation (TEE) for criterion variables
within a circuit between 0.1 and 1.9. In the same study, the LPS system was also compared with a 10-
and 18-Hz GPS system [31]. Overall, better validity values of LPS were found for determining distances
covered and sprint mechanical properties, although the LPS system presented more outliers due to
measurement errors compared to the 10-Hz GPS [31]. The NBN23 LPS system (Nothing But Net model)
was also tested for its validity [30]. The system consisted of 12 antennae and frequencies between 9 and
50-Hz. The mean absolute error for distance variables varied between 0.10 m (in walking) and 0.18 m
(in running), suggesting good values of validity [30]. For the case of time variables, mean absolute
error varied between 0.2 s (at walking) and 0.14s (at walking). Time presented moderate to very high
correlations [30]. The NBN23 LPS system revealed validity for monitoring distance and running time,
although intensity affects the accuracy of the system [30]. Validation of an LPM system using glass fiber
technology was also conducted using 19 antennae and 45 Hz [33]. Comparing average course speed to
the average actual course speed, correlations were found (r = 0.71 to 0.97). Despite that, a systematic
error of LPM was found in lower speed compared to actual speed [33]. Differences between LPM and
actual speed were between −1.3 and 3.9% [33]. Finally, the TEE revealed a clear increasing tendency
following the increase in the speed, thus TEE at low speed was more stable and less variable than
in sprinting conditions [33]. Considering the values, it was possible to determine the validity of the
system for measuring distance and speed [33]. A LPS using a Wireless Ad hoc System for Positioning
(WASP) using 12 antennae and a sampling rate of 10-Hz was tested for its validity [32]. The results
for mean error (%) varied between 1.26 (walking distance in a linear course) and 3.87% (sprinting
distance in a nonlinear course). Results in indoor and outdoor conditions were consistent and revealed
validity [32]. One of the included studies proposed to analyze the interchangeability of a multicamera,
semiautomatic system, LPM (Inmotio) and GPS units [29]. Comparing the distance run at different
speeds, the Inmotio tended to largely and moderately underestimate the distances run at 7.2 and
14.4 km/h−1, respectively, while the multicamera system and the GPS tended to overestimate the
distance run at all intensities [29]. In the study, the authors [29] proposed calibration equations for
interchangeability of the systems, revealing that most of the calibration equations calculated were
associated with small-to-moderate typical errors of the estimate.
An ultra-wide band (UWB) from RealTrack systems was tested in indoor conditions for its accuracy
revealing mean absolute error of all position estimations of 5.2 cm (0.97%) for the x-position and 5.8 cm
(0.94%) for the y-position [17]. Additionally, the estimation of errors was between 2.1 and 8.3 cm on
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the x-axis and 3.5 and 8.2 cm on the y-axis [17]. The results of the study [17], suggested acceptable
accuracy levels of the UWB for monitoring the position of players. The same UWB (RealTrack systems)
tested in outdoor conditions [24] revealed a mean absolute error of 41.23 and 47.6 cm for x-axis and
y-axis, respectively. The findings confirmed the high accuracy and high transmission path of the
UWB, mainly considering comparisons with GPS systems [24]. A third included study [23], testing the
UWB from RealTrack systems showed a bias (%) of 0.55 to 5.85% for determining distance covered,
and, moreover, a bias between −0.56 and 0.67 for determining mean velocity [23]. An additional
comparison with GPS also revealed the better accuracy of UWB [23]. In brief, the studies [17,23] testing
the accuracy of UWB of RealTrack systems showed a good accuracy of the system to determine players’
positions, distances covered and mean velocities. An alternative brand of UWB (Ubisens Series 7000
compact tag) was also tested for its accuracy [36], also showing sufficient accuracy to test positions of
players independently of the length of the recorded runs.
Summarizing the evidence about validity of LPS, all the tested systems (e.g., Catapult ClearSky
T6; Kineson One; NBN23; WASP; LPM using glass fiber technology; Inmotio) revealed mean error
below 5% measuring distances and average speeds, although not in measuring instantaneous speed
and decelerations. It was clear that all studies confirmed good and acceptable accuracy of LPS systems
to estimate the position and the distance and velocities achieved by players, although a decrease
in accuracy occurs in some conditions (e.g., turns, changes of direction, sport-specific actions) and
intensities (e.g., peak accelerations or decelerations).
5.2. Reliability
Commonly, reliability can be tested determining the within-subject variation, changes in the mean
and retest correlation [26]. Reliability of the measures are critical for LPS systems, mainly to ensure the
consistency and allow comparisons over time and in a repeated way (ref). The most common tests
to be applied in reliability analysis are the coefficient of variation or typical error of measurement
(TEM) and, in some cases, the intraclass correlation test (ICC) [27]. Following the suggestions of [27],
reliability can be interpreted as good for variability lower than 5%, moderate between 5 and 10% and
poor for 10% or above.
From the included studies of this systematic review, four of them [17,24,30,31] proposed to test
the reliability levels of LPS systems. A 20-Hz LPS system (Kinexon One) using 12 antennae was tested
by Hoppe et al. [31], revealing typical errors between 0.1 (criterion variable of 10m jogging with jump)
and 1.7 (criterion variable of 129.6 m entire circuit). The LPS revealed good reliability for the entire
distance covered, walking over 10 m with change of direction (COD), sprinting with CODs, sprinting
over 30-m, sprinting over 5-20 m and theoretical maximal force and horizontal power [31]. However,
in comparison to the GPS tested (10-Hz and 18-Hz), the LPS revealed greater noise at distances covered
during standing, mainly caused by a shift in the zero-velocity line and increase in the velocity due
to performed turning maneuvers [31]. Despite that, comparisons of reliability between the GPS and
LPS was mainly favorable to LPS [31]. An UWB from RealTrack Systems was tested for its intra- and
interunit reliability [17]. The intraunit reliability of UWB in mean velocity varied between 0.895 and
0.999 of ICC (95% of confidence interval) and the low and upper (for interunit variability) ranged
between −0.09 and 0.42%. In the case of distance covered, the typical error of UWB varied between
0.94 and 4.87% and the lower and upper bias was between −2.65 and 2.06%. Thus, it was concluded
that the UWB was reliable for distance covered and mean velocity [17]. Another study testing interunit
reliability of UWB of the RealTrack system presented ICC values of 0.65 and 0.88 for x- and y-axis,
respectively [17].
The NBN23 LPM system (Nothing But Net) was tested for its reliability. The coefficient of
variations for walking, running and sprinting was 1.1–3.0%, 0.9–4.1% and 0.6–4.3%, respectively [30].
Comparisons between the LPM system and the taped measurement were also conducted, showing
that the differences between the trials only varied for the 0–15 m at walking speed and interparticipant
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differences were found at 0–10 m in walking. Thus, results of the study showed that the NBN23 was
reliable for monitoring distance and running time.
Summarizing the evidence regarding the reliability of LPS systems, it is possible to conclude that
the three systems (Kinexon One, RealTrack Systems and NBN23) had coefficient of variations below 5%
thus revealing reliability for measuring distances covered at different speeds and also for quantifying
velocities achieved during the tasks.
6. Conclusions and Future Issues
This systematic review revealed that the tested LPS systems showed they were valid and accurate
in determining the position and estimating distances and speeds, although not being valid or decreasing
their accuracy when measuring instantaneous speed, peak accelerations or decelerations or monitoring
particular conditions (e.g., changes of direction, turns). Considering the variability levels, the included
studies showed that LPS provides a reliable way to measure distance variables and athletes’ speeds.
Further LPS developments could improve these systems for instantaneous speed, peak accelerations,
decelerations, changes of direction or turns. Moreover, more standards for validation and reliability
should be identified, aiming to define similar conditions that may allow sports scientists to easily
identify the confidence thresholds for the systems.
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Appendix A
Table A1. Quality assessment of the studies using Rico-González et al. [21] checklist for radio-frequency technologies.




0 0 1 - - 1 0 0 1 1 0 0 0 - 1 0 0 0 0 0 0 1 6 29
Ogris et al. [22] 0 0 1 - - 2 0 1 1 0 0 1 0 - 0 0 0 0 0 1 0 1 8 38
Sathyan et al.
[32] 0 0 1 - - 1 1 0 1 1 0 1 0 - 1 0 0 0 1 1 0 1 10 48
Siegle et al. [34] 0 0 1 - - 1 0 0 1 1 0 0 0 - 1 0 0 0 0 1 0 1 6 29
Stevens et al.
[35] 0 0 1 - - 1 0 0 1 1 1 1 0 - 0 0 0 1 0 0 0 0 7 33
Buchheit et al.
[29] 0 0 1 - - 2 0 0 1 1 1 1 0 - 0 0 0 1 0 0 0 0 8 38
Leser et al. [36] 0 0 1 - - 2 0 0 1 1 1 1 0 - 1 1 0 0 0 0 1 1 11 52
Bastida Castillo
et al. [23] 0 0 1 - - 1 0 0 1 1 0 0 0 - 1 0 0 0 0 0 0 1 6 29
Linke et al. [18] 0 0 1 - - 1 0 0 1 1 0 0 0 - 1 1 1 1 1 1 0 0 10 48
Hoppe et al. [31] 0 0 1 - - 1 0 1 1 2 0 0 0 - 0 1 1 0 0 1 0 0 9 43
Serpiello et al.
[39] 0 0 1 - - 1 0 0 1 1 0 0 0 - 0 0 0 0 0 1 1 1 7 33
Luteberget et al.
[38] 0 0 1 - - 1 0 0 1 1 0 0 0 - 0 0 0 0 0 1 1 0 6 29
Bastida-Castillo
et al. [17] 1 0 1 - - 2 0 0 1 1 0 0 0 - 0 0 0 0 0 1 1 1 9 43
Link et al. [37] 0 0 1 - - 1 0 0 1 1 1 0 0 - 1 0 0 0 0 0 0 0 6 29
[24] 1 0 1 - - 2 0 - 1 1 0 0 0 1 1 0 0 0 0 1 1 1 11 52
Colino et al.
([30] 0 0 1 - - 1 0 0 1 1 1 1 0 - 0 0 0 0 0 1 0 0 7 33
GC1: Was the process to avoid technology lock explained?; GC2: Was the data download moment mentioned?; GC3: Was the brand/model mentioned?; GC4: Were the variability and
reliability of the model cited?; GC5: Was the model assessed for variability or reliability according to the variables used? (Multi-player vs. single player); GC6: How was the validation test
performed?; GC7: Were data exclusion criteria mentioned?; GC8: Was a sensor fusion algorithm explained (only for velocity and acceleration)?; GC9: Was the raw data justified?; GC10:
Was the raw data justified?; GC10: Was the software-derived data justified?; GC11: Was a data reduction method mentioned?; GC12: Were different Hz values used for each variable
reported?; GC13: Was the time synchronization method explained (only for collective measures (i.e., tactical variables)?; LPS1: Was the technology mentioned (e.g., UWB, ultrasounds)?;
LPS2: Was the temperature reported?; LPS3: Were humidity gradients reported?; LPS4: Was it mentioned whether there was slow air during the sessions?; LPS5: Was it mentioned whether
there were any metallic materials around the antennas?; LPS6: Was the installation shape explained?; LPS7: Was the installation height reported?; LPS8: Was the measurement method
reported?; TS: total score; %. percentage; “-“: no applicable.
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Appendix B
Table A2. Studies that assess validity or reliability of LPS.
Article Aim Sport LPS Device(Technology) Algorithm Ant Hz
Criterion
































mean: 1 ± 2, 95% CI = 0
to 2; 45◦ turn, mean:
−8 ± 6, 95% CI = −10 to
−0.6; 90◦ turn, mean:
−16 ± 10, 95% CI = −20
to −12; combined,
mean: −29 ± 27,
95% CI = −40 to −19
Sprinting = Straight,
mean: 0 ± 3,
95% CI = −1 to 1; 45◦
turn, mean: −6 ± 9,
95% CI = −9 to −2; 90◦
turn, mean: −16 ± 20,
95% CI = −24 to −9;
combined, mean:




mean: 5.3 ± 0.3,
95% CI = −0.2 to −0.1;
45◦ turn, mean:
5.6 ± 0.2 95% CI = −0.2
to −0.0; 90◦ turn, mean:
−5.4 ± 0.3,
95% CI = −0.2 to −0.1;
combined, mean:
5.1 ± 0.3, 95% CI = −0.1
to −0.1; Sprinting =
Straight, mean:
16.0 ± 1.2,
95% CI = −0.8 to −0.5;
45◦ turn, mean:
16.9 ± 0.8,
95% CI = −0.7 to −0.4;
90◦ turn, mean:
−14.6 ± 0.8,
95% CI = −0.5 to −0.2;
combined, mean:
15.1 ± 0.5,
95% CI = −0.3 to −0.1.
Typical error > with
increased speed but not
with turning angle.
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Table A2. Cont.
Article Aim Sport LPS Device(Technology) Algorithm Ant Hz
Criterion










[40] TOF 12 1000/22= 45.45 VICON
Walking, jogging, low,
moderate, high-speed, and
sprinting = Straight (500),
45◦ turn (1000), 90◦ turn







>19; As fast as
possible
Absolute error:
0.234 ± 0.207 cm; RMSE:
0.2133 (x axe) and 0.234
(y axe).

















Linear movement = Low
speed (25 m); medium
speed (25 m); high speed
(25 m); Acceleration, stop
(at 12.5 m), acceleration;
Acceleration, stop
(at 12.5 m), turn and
acceleration.
-
Mean RMSE = 24 cm;
Low speed = RMED:
22 cm; Run-stop-run =
RMED: 51 cm
In linear measurement,
LPS was more precise
than image-based
systems.

















Specific courses = (1) three
displacements were made
at a comfortable walking
speed. Displacements 4 to
6 were performed running























The running time errors
could be too large for
performance tests that
require acute precision.
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Table A2. Cont.
Article Aim Sport LPS Device(Technology) Algorithm Ant Hz
Criterion























12 10 Tape measure
Static condition; Walking,
jogging, running and
sprinting = Outdoor linear
course (30 m); indoor
linear course (28 m);
outdoor nonlinear course
(27.6 m); indoor nonlinear
course (27.6 m)
-
Static = mean 90th
percentile error = 18 cm;
indoor mean standard
deviation =
11.9 ± 4.85 cm; outdoor
mean standard
deviation:
12.1 ± 5.17 cm;
Dynamic = indoor
90th-percentile relative
position errors: 28 cm;
outdoor 90th-percentile
relative position errors:




















- 11 1000/22= 45.45 VICON
Jog = submaximal and
maximal: Straight, 180◦
change of direction, 90◦
change of direction
-
Distance and speed =
LPM underestimated
distance and average
speed by 2 to 7% for
movements involving a






0.01 ± 0.36 m/s2; 95%
limits of agreement =
0.02 ± 0.38 m/s2; Peak
acceleration
(0.48 ± 1.27 m/s2) and
peak deceleration
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Article Aim Sport LPS Device(Technology) Algorithm Ant Hz
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- 11 45 Timing gates
Runs on an oval 200 m
course during training
and friendly match: 200 m
course at low, high and
sprint; Standardized
sprint during training and
friendly match = 40 m
sprint, L-shaped sprint,
Zig-zag shaped sprint,
distance into speed zones
and number of
accelerations: distance
into speed zones during























systems is possible with
the provided equations,
but care is required
given their moderate











- 11 1000/22= 45.45 VICON
Sport specific courses =
15 m sprint into 5 m
acceleration, 20 m sprint
into 10 m backward
running into 10 m forward
running, 505 agility tests,
two rapid 90◦ turns,
(5 and 6) curved runs
toward and away from
the camera, 20 m shuttle
run test wit 180◦ changes
of direction for 2 min and
SSG (possession 5 vs 5 for
2 min).
Standing: < 1;
low speed: ≥ 1
to < 6; Moderate
speed: ≥6 to <
15; Elevated
speed: ≥15 to <
20; High speed:
≥20 to < 25; Very








set at ≤ 3 m-s−2
Position =Mean:
23 ± 7 cm; Instantaneous
speed = error:
0.25 ± 0.06 m-s−1;
Instant acceleration =
error: 0.68±0.14 m-s−2;
SSG = error range =
4.0%.
The magnitude of the
error increased as the
speed of the tracking
object increased.




















UWB 18 Hz = TEE:
1.6–8.0%; CV: 1.1–5.1%
UWB 20 Hz, TEE:
1.0–6.0%; CV: 0.7–5.0%
Sprint
UWB 18 Hz, TEE:
4.5–14.3%; CV: 3.1–7.5%
UWB 20 Hz, TEE:
2.1–9.2%; CV: 1.6–7.3%
Relative loss of data
sets due to
measurement error
UWB 18 Hz = 20.0%
UWB 20 Hz = 15.8%
Overall, 20 Hz LPS had
superior validity and
reliability than 18 Hz
LPS and 10 Hz GPS.
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Article Aim Sport LPS Device(Technology) Algorithm Ant Hz
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Specific courses = Linear
sprint (40 m), Shuttle run
(five shuttle sprints













Similar results were found
for the turning subsection







short distances like an














Runs in the center of the
playing field and at the
borders; Matches (5 vs. 5 +
1 player (without ball
contact) leading a trundle
wheel)
-
Runs = difference with
trundle wheel: 8.25 ±
4.07%; 95% LoA:
0.27–16.22%); Match =
mean difference = 3.45





























0.18 Velocity = bias: 0.09;
ICC: 0.979; bias: 0.01
In static conditions and
over prolonged periods























Positional data; Dynamics =
Perimeter markings of
court; Middle line court.;
Exterior perimeter of the
painted lines; Center circle
6.75 m line.
MAE of all estimations
for the x-position of
5.2 ± 3.1 cm and for the
y-position of
5.8 ± 2.3 cm.
Interunit reliability and
ICC = 0.65
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Specific courses = Field
perimeter; Halfway line;
Centre circle; Perimeter of
the penalty area;
Semicircle penalty area;
SSG (7 vs 7).
-



















and LPS that the error
of using one system or
another can mean a





















Specific courses = a
maximal change of
direction at 45◦ either left
or right over a total
distance of approximately
5.5 m; A self-paced walk
over a linear course of
12 m; A self-paced jog
over a linear course of 12
m; A maximal
acceleration over a linear






linear drills were in the
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Table A2. Cont.
Article Aim Sport LPS Device(Technology) Algorithm Ant Hz
Criterion


















Specific courses = A
straight-line sprint and
deceleration to a stop;
Two diagonal movements,
forward and back to the
left and the right, with the
paths separated by an
angle of ∼75◦; A
straight-line sprint, a 90◦
turn, and then
deceleration to a stop; A
zig-zag (angle of turns ≈
60◦) course executed with
sideways movements,
and a 360◦ turn; Five
continuous laps of the
same course as in task 4,
without the 360◦ turn.
Mean difference = 21 ±
13 cm in the optimal
setup, and 179 ± 761 cm
in the suboptimal setup.
Distance
Average difference = <
2% for all tasks in the
optimal condition,




Differences = ≥ 35% in
the optimal and ≥74%
suboptimal condition
The differences between










field of play and
walls/corners and
anchor nodes.




Ant.: Antennae; CV: Coefficient of variation; GIS: Geographical Information System; Hz: Hertz; ICC: Intraclass correlation coefficient; LPM: Local Position Measurement; MAE: Mean
absolute error; LPS: Local Positioning System; SSG: small-sided games; RMSE: root mean square error; TDOA: time difference of arrival; TEE: the typical error of estimate; TOA: time of
arrival; UWB: ultra-wide band; WASP: Wireless Ad hoc System for Positioning.
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